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ZONE | REV. REVISION DESCRIPTION ECN NO. DATE

WINDING CONSTANTS * UNITS TOL SYMBOL | WDG A ;
DC RESISTANCE OHMS +12.5% R 73
VOLTAGE @ Fp VOLTS NOMINAL Ve 26.1 1.50
CURRENT @ Fp AMPERES NOMINAL I'p 3.57
FORCE SENSITIVITY LB/AMP +10% Kr 1.40 140
BACK EMF CONSTANT V/FT/SEC +10% Ks 1.90 50
INDUCTANCE **** MILLI-HENRY | +30% L 26 '

1.20
ACTUATOR PARAMETERS * UNITS SYMBOL | VALUE 1o
PEAK FORCE ** LB Fr 50
CONTINUOS STALL FORCE *** LB Fcs 2.1 1.00
ACTUATOR CONSTANT LB/ VWATT Ka 0.52 .
ELECTRICAL TIME CONSTANT MICRO-SEC Te 356.0 3 030 7 P—
MECHANICAL TIME CONSTANT MILLI-SEC T 19.2 E et (o
POWER I’R @ Fp WATTS Pr 93.1 S os0
STROKE + N 0.25 >
NOMINAL RADIAL AIR GAP IN 0.15 S on
THERMAL RESISTANCE OF COIL °C/WATT O 346 =
MAX. ALLOWABLE COIL TEMP. °C TEMP 105 Z 080
WEIGHT OF COIL ASSEMBLY oz WT 4.4 Q
WEIGHT OF FIELD ASSEMBLY oz WT 3.6 € 050

™S

* AT MID-STROKE & 25°C AMBIENT TEMPERATURE 0.40
* 10 SECONDS AT 25°C AMBIENT & 155°C COIL TEMPERATURE
*k 250C AMBIENT & 155°C COIL TEMPERATURE 0.30
*% MEASURED AT 1000 Hz
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\ (MOVING MAGNET ASSEMBLY] LEAD WIRE: TEFLON TYPE E
1125 2X #28
12.0 MIN. LONG
(RED: START/BLK: FINISH)
SECTION A—A
AUTOCAD

NOTES: UNLESS OTHERWISE SPECIFIED

1. INCH DRAWING, DIMENSIONS IN BRACKETS [ ] ARE IN MILLIMETERS AND ARE FOR

FOR REFERENCE ONLY, CHECK LATEST REVISION BEFORE USE.
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PER ASME Y14.5-2009. UNLESS OTHERWISE
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TOLERANCES

TITLE

LINEAR ACTUATOR

REFERENCE ONLY. APPROVED DECIMALS ANGLES
XX £ 0.03 XX+ 0°30
DATE XXX = 0.01 SIZE [DWG NO. REV.
A POSITIVE (+) VOLTAGE APPLIED TO THE RED LEAD WIRE WILL PRODUCE A FORCE e XXXX £ 0,005
ON THE MAGNET ASSEMBLY IN THE POSITIVE (+) DIRECTION (TOWARD LEADS). DONOT Trep aniGLe C LAT6-19-001A J
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