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ZONE |REV. REVISION DESCRIPTION ECN NO. DATE
WINDING CONSTANTS * UNITS TOL SYMBOL | wbG A G
DC RESISTANCE OHMS £12.5% R 2.8
VOLTAGE @ Fp VOLTS NOMINAL V5 17.0 17
CURRENT @ Fp AMPERES NOMINAL Ip 6.06 16
[B/AMP $10% 1.65
v K 15
FORCE SENSITIVITY N/AMP 0% F >34
V/FT/SEC £10% 2.24 14 —— —~ D
BACK EMF CONSTANT VIMSEC o7 Kg % o 13 22 TS
INDUCTANCE **** MILLFHENRY | £15% L 850.0 8 4,
E 14
=]
ACTUATOR PARAMETERS * UNITS SYMBOL | VALUE E- 1
0.9
. LB 10.0 S
PEAK FORCE N Fp s Z o0s
w
CONTINUOUS STALL FORCE *** L8 Fes 3.5 z 07
N 15.6 wos
LB/ VWATI 0.986 w o
ACTUATOR CONSTANT K
N/_VWATT A 44 e 5
ELECTRICAL TIME CONSTANT MICRO-SEC Te 304.0 Q o4
MECHANICAL TIME CONSTANT MILLI-SEC Ty 17 03
POWER I2R @ Fp WATTS Pr 102.8 02
* INCHES 0.150 ’
TROKE
STRO + MM 381 01
IN 0.015 0
CLEARANCE ON EACH SIDE OF COIL T o 015 o1 008 o 0.0 Py 015 |
THERMAL RESISTANCE OF COIL °C/WATT O 7.0 STROKE, in
MAX. ALLOWABLE COIL TEMP. °C TEMP 155
WEIGHT OF COIL ASSEMBLY 22 WTc 115
g 32.6
oz 4.7
W
EIGHT OF FIELD ASSEMBLY . WT, = FORCE VECTOR
* AT MID-STROKE & 25°C AMBIENT TEMPERATURE +
** 10 SECONDS AT 25°C AMBIENT & 155°C COIL TEMP -
**% 250C AMBIENT & 155°C WINDING TEMPERATURE 1.700 [43.18]
*++% MEASURED AT 1000 Hz AT MDSTROKE
( : ) 3X #4-40 UNC-2B
V.16 [4.06] MAX. SCREW PENETRATION
3X #4-40 UNC-2B 4440 UNC-2B 1.375 [34.93] EQ SP ON @.500 [12.7] B.C.
Evdl gp[‘é?f]@"’ﬁ? ?]C]R]E]Vé EENETRAT'ON T.16 [4.06] MAX. SCREW PENETRATION
B
21043 | _ ~ ~ ~ ~ @1.200
[26.49] [30.48]
/\J \ \ @.12 [3.05] THRU
COIL ASSEMBLY FIELD ASSEMBLY (FIELD ASSEMBLY)
\ AUTOCAD
LEAD WIRE: TEFLON TYPE E FOR REFERENCE ONLY, CHECK LATEST REVISION BEFORE USE. | oo, o8 .0 o g ®
2X #24 AWG DRAWN SENSATA TECHNOLOGIES PROPRIETARY AND S ta 529;5@%&“ ;93 gEEET
12.0 [305] MIN. LONG IO ADENTAL NETHER T PN NOR e Tma* ATTLEBORO, MA 02703
(RED, BLACK) DATE O A AN THE INTERESTS OF Ak OF 15 ACHTATED A

NOTES: UNLESS OTHERWISE SPECIFIED

1. INCH DRAWING, DIMENSIONS IN BRACKETS [ ] ARE IN MILLIMETERS AND ARE FOR

ENGINEER

DATE

COMPANIES OR WHOLLY OWNED SUBSIDIARIES.

APPROVED

INTERPRET DIMENSIONING AND TOLERANCING
PER ASME Y14.5-2009. UNLESS OTHERWISE
SPECIFIED DIMENSIONS ARE IN INCHES.
TOLERANCES
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