LUG TERMINAL | TRM6
ACCESSORIES

Features
• Copper Lug Terminal
• Mounts to all Crydom screw terminal SSR’s

TYPICAL PROPERTIES

<table>
<thead>
<tr>
<th>Description</th>
<th>Parameters</th>
</tr>
</thead>
<tbody>
<tr>
<td>Screw Mount Size</td>
<td>#6, #10, M4, M5 or 10-32</td>
</tr>
<tr>
<td>Mounting Screw Torque [in-lb/Nm]</td>
<td>20/2.3</td>
</tr>
<tr>
<td>Wire Size [AWG]</td>
<td>14-6</td>
</tr>
<tr>
<td>Wire Clamp Screw Torque [in-lb/Nm]</td>
<td>10-15/1.3-1.7</td>
</tr>
<tr>
<td>Wire Clamp Screw Thread</td>
<td>1/4-28</td>
</tr>
<tr>
<td>Lug Material</td>
<td>Copper</td>
</tr>
</tbody>
</table>

MECHANICAL SPECIFICATIONS

Tolerances: ±0.02 in / 0.5 mm
All dimensions are in: inches [Millimeters]
WARNINGS

RISK OF MATERIAL DAMAGE AND HOT ENCLOSURE

- The product’s side panels may be hot, allow the product to cool before touching
- Follow proper mounting instructions including torque values
- Do not allow liquids or foreign objects to enter this product

Failure to follow these instructions can result in serious injury, or equipment damage.

HAZARD OF ELECTRIC SHOCK, EXPLOSION OR ARC FLASH

- Disconnect all power before installing or working with this equipment
- Verify all connections and replace all covers before turning on power

Failure to follow these instructions will result in death or serious injury.